










FREIGHT ELEVATOR

STANDARD DIMENSIONS(2-Panel Up/Down Open/Close)
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CENTER OPEN

SIDE OPEN
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다음 사항은 엘리베이터 설치 공사에 포함되지 않는 건축 및 전기공사입니다.
제외공사

구분 작업내용 건��축�� 전�기

승강로�
관계

각 층 출입구 주위 벽의 구멍 뚫기 공사(출입구, 승장버튼, 위치표시기, 홀랜턴용 등) 및 기기 설치 후의 벽 및 
마감공사 (몰탈채우기 포함)
출입구 좌·우 문틀 고정용 철근 설치공사

피트 점검용 사다리 및 콘센트 설치공사(필요시)

피트 내 방수처리공사 및 완충기 취부 후의 마감공사

승강로 칸막이 또는 중간빔재의 공급 및 이의 설치공사(필요시)

각종 PIN 제거 및 거푸집 제거

각 층 출입구에 추락방지용 안전 난간대 설치

최상층 분전반 설치 및 동력선 인입(3상 4선식 380V 60Hz, 승강장 내 제어반까지)

CCTV 설치시 전선의 배관·배선공사

승강로 기울이는 0�30mm 이내로 시공

기타(도면에 표시된 사항)

기계실�
관계

기계실 바닥의 기기 반입구, 로프구멍뚫기, 기타 도면에 표기된 사항 및 마감공사(신더콘크리트)

승강장 천정 Hook 설치

기계실 바닥 보강빔재 설치공사(필요시)

설치공사 기간 중 공사용 용수 무상공급

공사용 사무실 및 기자재 보관 장소의 무상제공

승강기 설치 착공 이전에 기계실 출입문 설치

기계실 이외의 장소에 인터폰 설치 시 승강로 밖의 배관·배선 공사, 마감공사

기계실의 조명설비 및 점검용 조명 콘센트 설비공사

설치공사 기간 중 공사용 및 시운전용 가설 전원공사 및 전력 무상공급

감시반 적용시(감시반�승강로)의 감시반용 전선 배선 배관공사

동력 및 케이지 내 조명, 비상전원의 기계실 수전반까지의 인입공사 및 수전반 공급설치 공사

01. 기계실 출입구는 방화문으로 1개소이며 타 장소와의 통로가 되지 않는 구조로 설치바랍니다.
02. 기계실 내부, 승강로 내부 및 벽체에는 타 용도의 닥트, 배관(전기, 수도, 가스, 소화전) 등의 노출은 피하여 주시기 바랍니다.
03. 피트 하부는 사람의 주거용 및 통로, 기타 다른 용도로 사용할 수 없습니다.
04. 전원·전압 변동은 -10%�+5% 이내가 되도록 전원설비 바랍니다.
05. 기계실 온도는 40℃, 습도는 90% 이하로 유지되도록 환기창, 환풍기 또는 기타 공조시설(空調施設)을 설치하여 주시기 바라며, 
      유독가스의 발생, 분진 등이 없도록 유의바랍니다.
06. 전망용 및 누드형 MRL은 외장유리를 접합 유리로 시공하고 출입구쪽은 바닥에서 1.1M 높이까지 불투명 시공 바랍니다.
07. 승강로 내부는 1등급 불연재로 시공 바랍니다.
08. 장애인용은 전층 출입구에 점자블록 시공 바랍니다.
09. 장애인용은 승강장 바닥기준으로 기타층은 조도 150Lux 이상, 기계실(MRL 타입은 최상층)은 200Lux(스위치 설치) 이상 확보 바랍니다.

관계공사
유의사항

cAUtion

!

escAlAtor

30˚/35˚ puBLIC trAFFIC type esCALAtor
eXterior Design

mAin speciFicAtion

01 Handrail Design vertical glass / inclined Stainless Steel Banister
02 Handrail Bracket aluminum alloy / Stainless Steel hairline Finish

03 Handrail Sulfurized Black rubber ring-Bell inserting with steel 
wire rope(other colors, except black is optional)

04 exterior / Interior panel or Deck Stainless Steel hairline Finish
05 skirt Board Stainless Steel Board coated with teflon
06 step Cast aluminum / Srainless Steel
07 security sign of step Yellow plastic Safety boarder
08 Landing Board rameed antislip stainless steel sheathing
09 operation panel red emergency stop button and key switch for up and down
10 Lighting under step Green fluorescent lamp

01 Installation place indoor / Semi- outdoor / out door
02 transit / running time 24hrs / day
03 Vertical Height 1.5~12m(for 35˚, only used for lower than 6m)
04 Inclination 30˚~35˚
05 step width 600 / 800 / 1,000mm
06 Horizontal step 2/3 Steps

07 upside curvature radius of 
escalator steps 1,500 / 2,700mm

08 rated speed 0.5m / sec
09 Delivery Capacity 3,600 / 4,800 / 6,000 People / hr
10 Lighting power 1phase, 220v, 50&60hz 

30˚/35˚ HeAVy Duty puBLIC trAFFIC type esCALAtor

mAin speciFicAtion
01 Installation place indoor / Semi-outdoor / out door
02 transit / running time 24hrs / day
03 Vertical Height 3~24m
04 Inclination 30˚m
05 step width 800 / 1,000mm
06 Horizontal step 4 steps

07 upside curvature radius of 
escalator steps 3,000mm

08 rated speed 0.5m / sec, 0.62m / sec

09 Delivery Capacity 0.5m/sec : 4,800 / 6,000 People / hr
0.65m/sec : 5,900 / 7,300 people / hr

10 Lighting power 3 phase, 380 / 440v, 50&60hz
11 Lighting power 1 phase, 220v, 50&60hz

Cast aluminum / Srainless Steel
Yellow plastic Safety boarder
rameed antislip stainless steel sheathing
red emergency stop button and key switch for up and down
Green fluorescent lamp

indoor / Semi- outdoor / out door
24hrs / day
1.5~12m(for 35˚, only used for lower than 6m)
30˚~35˚
600 / 800 / 1,000mm
2/3 Steps

upside curvature radius of 1,500 / 2,700mm

0.5m / sec
3,600 / 4,800 / 6,000 People / hr
1phase, 220v, 50&60hz 
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INDONESIA FACTORY
PT. HANDOK ELEVATOR INDONESIA

HEAD OFFICE & FACTORY

JL KOL.Sugiyono No. 2/45, Duren Sawit, Pondok Bambu, 
Jakarta Timur 13430, Indonesia
T. +62-21-861-6892         F. +62-21-8660-7665
E. handoklift@yahoo.co.id

77-24, Byeolsannongwon-gil, Samnye-eup, WanJu-gun, 
Jeollabuk-do, Republic of Korea
T. +82-63-291-0441         F. +82-63-291-0015
E. handokel@hanmail.net

전라북도 완주군 삼례읍 별산농원길 77-24

본사 및 공장
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